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Codecom Marker Posts

Marker posts are required for all optical fibre cable installations in

which the cable has been buried directly underneath the ground.

They must be fitted into the ground, approximately parallel to
the cable, regularly along the route the cable takes. Marker posts
must be installed no furtherthan 250 metres apart from one
another and must maintain a line of sight with other posts along
the route.

Marker Post Support and Installation

Marker posts should always be supported by a marker support.
The marker post support can be installed by driving it into the
ground using an impact hammer or sledgehammer. \When
driving into the ground, a suitable driving head should be used
onthe tool of choice. To install the marker post support using the
impact hammer, place the support on the ground perpendicular
to the route taken by the cable with the point of the support at the
desired final position of the post. The driving head should then
be inserted into the marker post support while it is still horizontal
on the ground. Once the driving head is inserted, the impact
hammer can then be attached to the driving head.

After lifting the marker post support to a vertical position, the
hammer should be started and begin to drive the support into
the ground. Driving should continue until the rounded housing
forthe cable marker post is just above ground level. Afterthe
marker post supportis installed, the cable marker post shall be
installed in accordance to the specifications. The cable marker
post is then fixed in place with the help of two hex head self-
drilling screws.
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Features

50NB XL Hot Dipped Galvanised pipe (60.30mm outside diameter x
1.30metre)

2.00mm Wall Thickness (Competitor equivalent =1.60mm) Aluminium
Extrusion 3S00mm x 112mm sides which are powder coated safety yellow and
screen printed with protective coating

2.50mm Laser Cut Aluminium Top Cap - screen printed and sealed with
protective coating

CD-Spike600 (3.0mm thickx 600mm long fins) hot dipped galvanised.
Tapered pipe to fit 60.30 post and drilled to suit vandal proof tek screws

Vandal proof self-tapping Pentangular Tek screws to secure post to spike

Vandal prooftri-lobe tek screws to secure top cap to extrusion

1.50 metrestall once secured in to ground and spike

Spikes are packed in pine crates. 300 spikes per crate.

Posts are packed in pine crates. 150 posts per crate.

Installation Tips

Marker posts should be installed in a protected position,
where suitable, such as near a fence, gate oranother existing
marker post representing a different line of cable

They should, where possible, be placed onthe
same side of afence line as the cable

A post should always have an arrow on the top of its
sign signalling the location of the cable

Marker posts must be at least 0.6 metres away from a directly
buried cable. The only exception to thisis if the cable is in conduit,
but a post must never be directly above a cable line

If possible at least two marker posts should be visible
in either direction of another marker post

Marker posts should be installed at cable deviations greaterthan
0.6 metres from the line of the cable and at significant changes
of direction (>20 degrees from the original bearing)

Pits, manholes and joints are marked by one marker post
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Codecom Marker Posts
Warning Sign

Awarning sign is a rectangular shape fixed to the marker sign
support on the face opposite the arrow on the marker plate. The
following information is included on a warning sign:

COMPANY NAME

WARNING

UNDERGROUND
OPTICAL FIBRE
CABLE IN THIS AREA

BEFORE DIGGING,
EXCAVATING, OR
BORING IN THIS AREA

PLEASE CONTACT
DIAL BEFORE YOU DIG

FREE CALL 1100

L

CABLE

Depth xxmm
Distance xxm

Cable Direction

ID
Free Call 1100

Example Top Plate
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Three lengths of supports can be used to suit various
conditions:

450mm in rocky soil

600mm in normal soil

750mmin sandy soil

Posts are packed in pine crates.150 posts per crate.

Information Shown on Marker Post Top Plates

Marker post location signs will always have included on them
the following information:

Route direction

Distance to cable

Depth of cable

Marker post number

Confined space label (Pit markers only)

Cable marker posts are to be numbered according to the
following guidelines:

Each cable marker post must be stamped with a unique identifier. At joints,
the post shall be stamped J’ prefixed by an identifier

Distance to the cable should be measured from the rear of the triangular plate
to the centre of the cable line, rounded offto the nearest O.1Im

For any product queries please contact Codecom
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